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                               1.  CHEMICAL PRODUCT AND COMPANY IDENTIFICATION
PRODUCT NUMBER ...............................................  GF#5023 

PRODUCT NAME  ...................................................  GLUEFAST NO. 5023 

SYNONYMS  ...........................................................   HOT MELT ADHESIVE

CHEMICAL FAMILY  ................................................  HOT MELT ADHESIVE

The Gluefast Company, Inc.

3535 Route 66, Building #1

Neptune, NJ 07753 USA

Phone 732-918-4600




                2. HAZARDOUS INGREDIENTS
INGREDIENT NAME/CAS NUMBER/PERCENTAGE                                              EXPOSURE LIMITS
Paraffin Wax








OSHA ....  2 mg/m3

CAS Number ...........  8002-74-2






ACGIH ...  2 mg/m3

OSHA Percentage ... >1







STEL ...... 6 mg/m3












CEIL ....... None






           3.  PHYSICAL DATA

APPEARANCE / PHYSICAL DESCRIPTION  ..............   Light Colored Solid

BOILING POINT  .........................................................   >500 F

BULK DENSITY  ..........................................................   8.0  LB/GAL

EVAPORATION RATE  ................................................   NIL  (Water)

MELTING/FREEZING POINT  .....................................   Approx. 180-182 Degrees

pH AS IS  .....................................................................   N/A

pH IN (1%) SOLUTION  ...............................................   N/A

PHYSICAL FORM  ......................................................   Solid

PURE MATERIAL OR MIXTURE  ................................   Mixture

SOLUBILITY IN WATER  .............................................   Insoluble

SPECIFIC GRAVITY (water = 1)  .................................   0.970 Approx.

VAPOR PRESSURE (mmHg)  .....................................   NIL  at  20 C

VOLATILES  ................................................................   NIL

VOC   ………………………………………………….…… 1% or less





              4.  FIRE & EXPLOSION DATA

AUTOIGNITION  ...........................................     Unknown

FLASH POINT  .............................................     >500 F (Cleveland Open Cup)

EXTINGUISHING MEDIA .............................     CO2;  Dry chemical

SPECIAL FIREFIGHTING PROCEDURES  ..     No special procedures are required

FIRE & EXPLOSION HAZARDS ...................     Not applicable

UPPER EXPLOSION LIMIT (%)  ...................    Not applicable   

LOWER EXPLOSION LIMIT (%)  ..................    Not applicable

NFPA FLAMMABILITY HAZARD CLASS  .....     0 = Insignificant
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        5.  HEALTH EFFECTS DATA

SHORT TERM EFFECTS OF EXPOSURE

ROUTE OF ENTRY  ....................................................  Eye contact;  Skin contact; Inhalation

ACUTE EFFECTS - EYE .............................................  As supplied:  Irritant as a foreign body.  As used:  Severe

                                                                                          thermal hazard. 

ACUTE EFFECTS - SKIN  ...........................................  Exposure to hot material may cause thermal burns.

ACUTE EFFECTS - INHALATION ...............................  Overexposure to Paraffin Wax fumes may be irritating to

                                                                                          respiratory passages and cause other effects such as eye

                                                                                           irritation and nausea.  Care should be taken not to exceed

                                                                                           the established TLV.

ACUTE EFFECTS - INGESTION  ...............................   Low order of toxicity.

FIRST AID PROCEDURES 

EYE  ............................................................................  If hot:  Flush with cool water.  Treat as wax or resin burn.

                                                                                       Do not attempt to remove solidified adhesive.  Get 

                                                                                       medical attention immediately.  As supplied:  Remove as

                                                                                       foreign body.

SKIN  ...........................................................................  If hot:  Flush with cool water.  Treat as wax or resin burn.

                                                                                       Do not attempt to remove solidified adhesive.  Get

                                                                                       attention immediately.  As supplied:  Non-hazardous.

INHALATION  ..............................................................  Remove to fresh air.  If breathing is difficult, give oxygen.

                                                                                        If breathing has stopped, give artificial respiration.  Get

                                                                                        medical attention.

INGESTION  ................................................................  If swallowed, induce vomiting only if victim is alert.  Get

                                                                                        prompt medical attention.  Do not attempt to give anything

                                                                                        by mouth to a drowsy or unconscious person.

LONG TERM EFFECTS OF EXPOSURE

EFFECTS OF CHRONIC EXPOSURE  .......................  No known chronic effect of exposure when product is as

                                                                                           supplied.  Effects of long term inhalation are not known.

TARGET ORGANS  ....................................................  Eyes;  Skin;  Respiratory system.

SPECIAL HEALTH EFFECTS

CARCINOGENICITY  ..................................................  No

TOXICOLOGY INFORMATION

PARAFFIN WAX

OTHER NOTES ON TOXICITY  ..................................  Paraffin Wax toxicity has not been fully quantified.  The

                                                                                           fumes are eye, skin and mucous membrane irritants.
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6.  RECOMMENDATIONS FOR PERSONAL PROTECTIVE EQUIPMENT

CONDITIONS UNDER WHICH PPE REQ’D ........  Normal work conditions.

EYE PROTECTION REQUIREMENTS ................  Safety glasses, goggles or face shield to protect against 

                                                                                splashing.

GLOVE REQUIREMENTS  ..................................  Thermally resistant gloves should be worn.

CLOTHING REQUIREMENTS  ............................  To avoid burns, use long-sleeved, long-legged clothing.

CHANGE/REMOVAL OF CLOTHING  .................  Not required unless molten adhesive has been splashed on

                                                                                clothing and passes through fabric.

WASH REQUIREMENTS  ...................................  None

RESPIRATOR REQUIREMENTS  .......................  No respiratory protection is recommended while working with

                                                                               this material.  However, if operation conditions create high 

                                                                               vapor or mist concentration, use of an approved respirator is

                                                                                recommended.

VENTILATION REQUIREMENTS  .......................  General;  Local




    
              7.  REACTIVITY
STABILITY  .....................................................................  Stable

INCOMPATIBILITIES  .....................................................  Water when molten

NFPA REACTIVITY HAZARD CLASS  ............................  0 = Insignificant

HAZARDOUS DECOMPOSITION PRODUCTS  .............  Carbon monoxide, carbon dioxide, unknown 

                                                                                           hydrocarbons.

HAZARDOUS POLYMERIZATION   ................................  Will not occur





             8.  SPILL AND LEAK PROCEDURES
SPILL OR LEAK PROCEDURES  ....................................  Allow to cool and solidity.  Scrape up and collect in

                                                                                            suitable containers for disposal.

WASTE DISPOSAL METHODS  ......................................  Waste disposal should be in accordance with existing

                                                                                            Federal, State and Local environmental regulations.




                  9.  HANDLING AND STORAGE PRECAUTIONS

STORAGE TEMPERATURE  ..........................................   0-100F

HANDLING/STORAGE  ...................................................  Store in a cool, dry area.  Precaution:  This product

                                                                                           should only be heated to recommended temperatures,

                                                                                           Hazards of pyrolysis products emitted are unknown 

                                                                                           and may be hazardous to health.
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                                                             10.  SHIPPING INFORMATION

DOT SHIPPING NAME  ..................................................   Adhesive N.O.I.

DOT HAZARD CLASS  ...................................................   Non-Hazardous

DOT REPORTABLE  .......................................................  None

UNITED NATIONS NUMBER  .........................................  None

UNITED NATIONS CLASS  .............................................  None





          11.  OTHER REGULATORY INFORMATION

TSCA  ..............................................................................   All components are on the TSCA inventory.

FDA  ................................................................................   21CFR175.105

SARA/TITLE III  ...............................................................   This product contains no substances at or above the 

                                                                                            reporting threshold under Section 313, based on data

                                                                                            available.

12.  TECHNICAL CONTACT
CREATION DATE ……………………………………………    JUNE 1992

REVISION DATE  ……………………………………………    October 24, 2001

TECHNICAL CONTACT  ……………………………………    Joe Benenati
The Gluefast Company, Inc.
3535 Route 66, Building #1, Neptune, NJ 07753  USA
Phone 732-918-4600

ADDITIONAL INFORMATION

The information given and the recommendations made herein apply to our product(s) alone and are not combined

with other products.  Such are based on our research and on data from other reliable sources and are believed to be accurate.  No guaranty of accuracy is made.  It is the purchaser’s responsibility before using any product to verify this data under their own operating conditions and to determine whether the product is suitable for their purposes.

Revision Date:  June 22, 2006
