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                                1.  CHEMICAL PRODUCT AND COMPANY IDENTIFICATION
TRADE NAME           ...............................................   SKID-LOCK-C97

PRODUCT CLASS ...................................................  ADHESIVE

CHEMICAL NAME  ..................................................   WATER BASED RESIN

The Gluefast Company, Inc.

3535 Route 66, Building #1, Neptune, NJ 07753 USA

Telephone 732-918-4600




2. HAZARDOUS COMPONENTS OF MIXTURE
NONE HAZARDOUS - Contains no known hazardous ingredients as defined by the Federal Hazardous Substances

                                    Act or by the Dept. of Transportation under CFR Title 49.






         3.  PHYSICAL DATA
APPEARANCE ............................................................   White Liquid

BOILING POINT  (Degrees F) ......................................   212F

BULK DENSITY  ..........................................................   8.4 LB/GAL

EVAPORATION RATE  ................................................   Water

FREEZING POINT  (Degrees F)....................................   Water

ODOR THRESHOLD  ..................................................   Not available

PERCENT VOLATILE (by weight) ...............................   45-52%

pH AS IS  .....................................................................   7-8

PHYSICAL FORM  .......................................................   Liquid

PURE SUBSTANCE OR MIXTURE  .............................   Mixture

SOLUBILITY IN WATER  .............................................   100% Soluble

SPECIFIC GRAVITY   (Water = 1)  ..............................   1.1

VAPOR DENSITY (air = 1)  ..........................................   Water

VAPOR PRESSURE 68 Degrees F (MM Mercury).........   Water

                                                          4.  FIREFIGHTING MEASURES

AUTOIGNITION  ...........................................     Unknown

FLASH POINT  ..............................................     Greater than 200 degrees Fahrenheit

EXTINGUISHING MEDIA ..............................     For dry film use water, carbon dioxide (CO2) or ABC dry 

                                                                            chemical.

SPECIAL FIREFIGHTING PROCEDURES  ..      When dried film burns, water (H2O), carbon dioxide (CO2),

                                                                            carbon monoxide (CO), and smoke are produced.  Pyrolysis

                                                                            products may include some hazardous materials.

FIRE & EXPLOSION HAZARDS ...................      No unusual fire or explosion hazards.

UPPER EXPLOSION LIMIT (%)  ...................     Not applicable

LOWER EXPLOSION LIMIT (%)  ..................     Not applicable

NFPA FLAMMABILITY HAZARD CLASS  .....     0 = Insignificant
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5.  HEALTH HAZARD DATA

THRESHOLD LIMIT VALUE:  None established.

EFFECTS OF OVEREXPOSURE:

Routes of entry via eye/skin contact, or inhalation.  Liquid contact may cause eye or skin irritation.  Vapors may 

cause eye and respiratory irritation.  There have been some reports of slight skin irritation, primarily during the

colder months.  No medical conditions are known to be aggravated by exposure.

EMERGENCY & FIRST AID PROCEDURE:

Wash skin with water and soap.  If splashed in the eye, flush with copious quantities of water and seek medical 

advice.

INGESTION PROCEDURE:

Small ingested amounts are not believed to produce adverse health effects.  Give two glasses of water to drink.
         No adverse health effects are anticipated.  Contact physician.

                                                              6.  REACTIVITY DATA
STABILITY  ..................................................................... This product will break down upon contact with copper bearing metals such as brass, bronze, etc.  Plastic or stainless steel hose/fittings should be used with this product.  Otherwise stable.  Avoid temperatures above 177ºC/350ºF, the onset of polymer decomposition.  Thermal decomposition is dependent on time and temperature.

MATERIALS TO AVOID  .................................................  Reacts with strong oxidizing agents and any water 

sensitive materials.   Avoid contact with brass as noted above.

HAZARDOUS DECOMPOSITION PRODUCTS  .............  Thermal decomposition may yield acrylic monomers.
HAZARDOUS POLYMERIZATION  .................................  Will not occur.






      7.  SPILL OR LEAK PROCEDURE

ACCIDENTAL RELEASE MEASURES:

Contain spill.  Recover as much as possible for reuse.  Absorb remaining spill with an inert material.  Ferric chloride & lime will assist in coagulation.  Place into closed container and store in a safe location to await disposal.  Wash the spill area with soap and water.  Do not flush liquid material into public sewer or water system.

Spilled material is very slippery.  Use care to avoid falls.  Dried film should be thoroughly cleaned.  If spilled in an

enclosed area, ventilate.  Change contaminated clothing and launder before reuse.  Wear proper personal protective

clothing and equipment.

WATER DISPOSAL METHOD:

Disposal of water/adhesive in accordance with federal, state and local regulations.  Most states prohibit disposal of

liquids in landfills.
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        8.  SPECIAL PRECAUTIONS

VENTILATION REQUIREMENTS  ...........…….    Effective exhaust ventilation should always be provided to draw

                                                                               mists, fumes and vapors away from workers to prevent routine

                                                                               inhalation.

EYE PROTECTION REQUIREMENTS  ............  Safety goggles

GLOVE REQUIREMENTS  ...............................  Recommended

RESPIRATOR REQUIREMENTS  ....................  None required except if product is being sprayed where a NIOSH

                                                                              approved mask is recommended.

OTHER PROTECTIVE EQUIPMENT ...............   None





   

           9.  STORAGE

Store indoors. Do not freeze.  Product should be kept from freezing which will seriously damage this adhesive.



10.  HAZARD CODES





HAZARD CODE KEY:


 Health:


1




0 = Slight



 Flammability:

0




1 = Slight



 Reactivity:

0




2 = Moderate



 Personal Protection:
B (Eye Goggles & Gloves)

3 = High











4 = Extreme       


     
  




                                                11.  NEW JERSEY RIGHT TO KNOW INFORMATION
                             Ingredient                                                                                             CAS #



 Water







      7732-18-5

                             Trade Secret Registry #13-5105484-5015P         




                 12 . TRANSPORTATION & REGULATORY INFORMATION
DOT INFORMATION ......................................................   Not applicable

TSCA  ..............................................................................   All components are on the TSCA inventory.

FDA  ................................................................................   21CFR175.105

SARA/TITLE III  ...............................................................   This product contains no substances at or above the 

                                                                                            reporting threshold under Section 313, based on data

                                                                                            available.

The information contained herein is based on data considered accurate.  However, no warranty is expressed or 

implied regarding the accuracy of the data or the results to be obtained from thereof.  Vendor assumes no 

responsibility for injury to vendee or third person proximately caused by the material if reasonable safety procedures

are not adhered to as stipulated in the data sheet.

Additionally, vendor assumes no responsibility for injury to vendee or third persons proximately caused by abnormal

use of the material even if reasonable safety procedures are followed.  Furthermore, vendee assumes the risk in his

use of the material.

Revision Date:  June 22, 2006

